
• Lightweight, Easy to Machine
• 16-gauge Aluminum
• Flanged for Strength
• Available in 1 Through 4 Space Sizes
• Durable Black Powder Coat Finish

Blank Panels
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PBL Series

96-001-1 / rev 2 / 12-23-04 / Blank Panels

PHBL Series

EB/ FEB Series

• Lightweight, Easy to Machine
• 11-gauge Aluminum
• Flat Style
• Available in 1 Through 4 Space Sizes
• Durable Black Powder Coat Finish

• Economical Blank Panel
• EB1 to 4 is 14-gauge Steel / EB5 to 6 is 16 Gauge Steel
• FEB is 11-gauge Steel
• Flat (FEB) or Flanged (EB) Styles
• Available in 1 Through 6 Space Sizes
• Durable Black Powder Coat Finish

• Heavy Duty
• 16-gauge Steel
• Flanged for Strength
• Available in 1 Through 6 Space Sizes
• Durable Textured Black Powder Coat Finish

SB Series

PBL-2

PHBL-2

EB-2

SB-2

EIA Compliant

• Highest Aesthetics
• 16-gauge Aluminum, Flanged Style
• Lightweight, Easy to Machine
• Available in 1 Through 4 Space Sizes
• Black Brushed and Anodized Finish

BL Series

BL-2

• Highest Aesthetics
• 11-gauge Aluminum, Flat Style
• Lightweight, Easy to Machine
• Available in 1 Through 4 Space Sizes
• Black Brushed and Anodized or Silver Brushed and Anodized Finish

HBL Series

HBL-2

CHBL-2

Engineered Mounting Solutions
e l e c t r o n i c  v e r s i o n  a v a i l a b l e  a t  m i d d l e a t l a n t i c . c o m
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Blank Panel basic dimensions

Architects’ and Engineers Specifications
EIA compliant 19” blank panels shall be Middle Atlantic Products model #
___ (refer to chart). Blank panels shall be _ rackspaces in height with a
__ finish (refer to chart).  Blank panels shall be constructed of either 
16-gauge aluminum (BL), 11-gauge aluminum (PBL, PHBL, HBL, CHBL), 
14-gauge steel or 16-gauge steel (EB, SB).

(PBL, EB, SB, BL ONLY)
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PART # RACKING HEIGHT FINISH
BL1 1.75 (1 space) Black Brushed and Anodized
BL2 3.50 (2 space) Black Brushed and Anodized
BL3 5.25 (3 space) Black Brushed and Anodized
BL4 7.00 (4 space) Black Brushed and Anodized

CHBL1 1.75 (1 space) Silver Brushed and Anodized
CHBL2 3.50 (2 space) Silver Brushed and Anodized
CHBL3 5.25 (3 space) Silver Brushed and Anodized
CHBL4 7.00 (4 space) Silver Brushed and Anodized

EB1 1.75 (1 space) Durable Black Powder Coat
EB2 3.50 (2 space) Durable Black Powder Coat
EB3 5.25 (3 space) Durable Black Powder Coat
EB4 7.00 (4 space) Durable Black Powder Coat
EB5 8.25 (5 space) Durable Black Powder Coat
EB6 10.50 (6 space) Durable Black Powder Coat

EB1-23 1.75 (1 space) Durable Black Powder Coat
EB2-23 3.50 (2 space) Durable Black Powder Coat
EB3-23 5.25 (3 space) Durable Black Powder Coat
EB4-23 7.00 (4 space) Durable Black Powder Coat
HBL1 1.75 (1 space) Black Brushed and Anodized
HBL2 3.50 (2 space) Black Brushed and Anodized
HBL3 5.25 (3 space) Black Brushed and Anodized
HBL4 7.00 (4 space) Black Brushed and Anodized
HBL5 8.25 (5 space) Black Brushed and Anodized
HBL6 10.50 (6 space) Black Brushed and Anodized
PBL-1 1.75 (1 space) Black Brushed and Anodized
PBL-2 3.50 (2 space) Durable Black Powder Coat
PBL-3 5.25 (3 space) Durable Black Powder Coat
PBL-4 7.00 (4 space) Durable Black Powder Coat

PHBL-1 1.75 (1 space) Durable Black Powder Coat
PHBL-2 3.50 (2 space) Durable Black Powder Coat
PHBL-3 5.25 (3 space) Durable Black Powder Coat
PHBL-4 7.00 (4 space) Durable Black Powder Coat

SB1 1.75 (1 space) Durable Black Powder Coat
SB2 3.50 (2 space) Textured Black Powder Coat
SB3 5.25 (3 space) Textured Black Powder Coat
SB4 7.00 (4 space) Textured Black Powder Coat
SB5 8.25 (5 space) Textured Black Powder Coat
SB6 10.50 (6 space) Textured Black Powder Coat

Middle Atlantic Products, Inc.

US: New Jersey • California • Illinois • Voice: 973-839-1011  Fax: 973-839-1976 • middleatlantic.com
Canada: Ontario • British Columbia • Voice: 613-836-2501 Fax: 613-836-2690 • middleatlantic.ca


