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ACCESSORIES and COMPONENTS
ANTENNAS / BOOSTERS / SPLITTERS / COMBINERS / ANTENNA ACCESSORIES (con’t)   
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
AUDIO RACK AND STORAGE ACCESSORIES 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
AM1 

Antenna mounting kit
For front mounting telescoping antennas in a 19” audio rack when using a GA1 rack tray. 
Contains pre-cut lengths of RG/58U 50 Ω coaxial cable with molded BNC plugs that are long 
enough to reach the rear of a receiver or ASP1/NT1 antenna splitter. A perfect solution for 
preventing antennas from being concealed on the inside of a rack. Each section of the AM1 is 
one-quarter of a rack space wide. The kit occupies one-half of a rack space. 

 Antenna Coax Cable (lengths) 
Pre-cut lengths of premium grade RG/58U 50 Ω with molded BNC plugs. 
 

Variations (Order by part numbers) 
BB1 – 1foot jumper  
BB3 – 3 foot jumper  
BB6 – 6 foot cable 
BB25 – 25 foot cable 
BB100 – 100 foot cable 

 
BB   

 

BFBF 
 

Coupler for BNC plugs.  
A 50 Ω barrel-type coupler for joining two BNC cables. Required for properly joining the AB1 booster to 
the AM1 antenna mount kit.  

 

 

Front mounting antenna kit for EM550 receiver
Pre-cut lengths of premium grade RG/58U 50 Ω with molded BNC plugs. Kit attaches antenna mounts 
between rack ears and receiver body. 

GA3030-AM 

 

WM1 

Wall mounting kit for remote antennas
Adjustable ratcheting mount for attaching remote antennas to a structure such as a wall, 
beam or runner. 5/8” threaded at either end with mounting flange for secure mounting. 
 

Assembled

 
 

GA1 

Rack adapting tray
For mounting receivers, splitters, combiners and antenna mount kits. Mounts in a standard 19” 
audio rack. Slotted channels allow screw-in attachment for the following mounting possibilities: 
2 EM100, EM300, EM500, SR300, ASP1/NT1 or AC1/NT3 side-by-side. 
Single components in the center, with AM1 on either side of a receiver, transmitter, splitter or 
combiner. 

 
 

EW-CC 

1/2 rack space filler panel
Fill that open space and proudly display the Sennheiser Evolution Wireless logos. 1/2 rack 
space wide and attaches to the GA1 rack tray.


