
Popular Subwoofers currently supported by the SFC9000 Width depth
JBL PRX – 918XLF 693 mm x 591 mm x 654 mm (27.3 in x 23.3 in x 25.7 in) 89.7lbs 23.3 25.7

SRX – 818SP 26.89 x 26.92 x 22.62 inches 87lbs 26.9 25.1
EON – 618S (718S) 26.3 x 24 x 25.1 in (667 x 609 x 637mm) (HxWxD) 81.5lbs 24 25.1

EV  ELX200-18SP 600 mm x 507 mm x 574 mm (23.7 in x 20.0 in x 22.6 in) 64lbs 20 22.6
ELX118P 661mm x 507mm x 574mm (26.02" x 19.98" x 22.60") 68.9 19.98 22.6
EKX18SP 520 mm x 606 mm x 612 mm (20 in x 24 in x 24 in) 90.9 24 24
ETX18SP w26.6 x h21.65 x d35.8 129.9lbs 26.6 35.8

Martin Blackline x118 (W) 20.9ins x (H) 26.3ins x (D) 25.2in (W) 530mm x (H) 669mm x (D) 640mm - m 72lbs 20.9 25.2
SX118 (W) 600mm x (H) 509mm x (D) 632mm (760mm including castors) 96lbs

SCX118 (W) 650mm x (H) 603mm x (D) 812mm (940mm incl castors) - (W) 25.6in x (H) 23.7in x (D) 32in (37in incl castors) 152lbs 25.6 32
XSP118 (W) 662mm x (H) 536mm x (D) 640mm -(W) 26.1in x (H) 21.1in x (D) 25.2in 97lbs 26.1 25.2

Mackie Thump 118S (W) 26.1in x (H) 21.1in x (D) 25.2in 65.5lbs 26.1 25.2
DRM18S H 23.3 in / 592mm x W 23in / 584mm x D 31.1in / 790mm 90lb 23 31.1

SR18S 23.3 x 23.0 x 27.0 in / 592 x 584 x 686 mm 74.5lb

Presonus AIR15s 24” x 16.7” x 23.9” (612 mm x 425 mm x 606 mm) 70lbs 16.7 23.9
AIR18s 26” x 19.3” x 25.8” (662 mm x 490 mm x 656 mm) 83.8lbs 19.3 27

Yamaha DXS12mkII W = 400 mm (15.75") H = 567 mm (22.32") D=570 mm (22.44") 30.0 kg (66.1lbs) 15.7 22.5
DXS15mkII W = 480 mm (18.90”) H = 611 mm (24.06”) D = 614 mm (24.17”) 36.0 kg (79.4lbs) 18.9 24.17

DXS18 W = 563mm (22.2") H = 683mm (26.8") D = 721mm (28.4") 49.7kg (110lbs) 22.2 28.4

QSC KS118 640 × 520 × 785 mm 25.2 × 20.5 × 30.9 in 56.5 kg / 124.6 lb 20.5 30.9
KS112 H 622 × W 394 × D 616 mm (24.5 × 15.5 × 24.25 in) 28.4 kg / 62.6 lb 15.5 24.25

KLA181 H 760 x W 710 x D 610 (30 x 28 x 24in) 47.2 kg / 104 lb 28 24

RCF TTS 18-A II H = 708 mm / 27.87 inches W = 540 mm / 21.26 inches D = 732 mm / 28.82 inches 52 kg / 114.64 lbs 21.26 28.82
TTS 15-A H = 600 mm / 23.62 inches W = 445 mm / 17.52 inches D = 633 mm / 24.92 inches 36.5 kg / 80.47 lbs 17.52 24.92
HDL 38-AS H = 502 mm / 19.76 inches W = 700 mm / 27.56 inches D = 621 mm / 24.45 inches 48.7 kg / 107.36 lbs 27.56 24.45
HDL 36-AS H = 467 mm / 18.39 inches W = 555 mm / 21.85 inches D = 593 mm / 23.35 inches 37 kg / 81.57 lbs 21.85 23.35

SUB 8004 - AS H= 700 / 27.56 mm/inch W = 557.5 mm / 21.95 inch D = 700 mm / 27.56 inch 51.0 lbs / 112.20 kg 21.95 27.56
SUB 8003 - AS H = 694 mm / 27.32 inches W = 523 mm / 20.59 inches D = 700 mm / 27.56 inches 42 kg / 92.59 lbs 20.59 27.56


